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The RB R&D department developed the
the performance of your .12 engine
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Its reduced length compare
larger diameter (+ 4mm). 
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RB EFRA 2659:  

department developed the brand new RB EFRA 2659 pipe to improve 
the performance of your .12 engine 

Its reduced length compared to the RB EFRA 2604 (-3 mm) is compensated by a 
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The first cone length is slightly shorter (-1mm) in order to give more power at high 
rpm. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
The complete new design of this part also improves performance at the bottom end. 
 
The cone and the opposite cone have been made using aircraft aluminum with a 
thickness of 0.7mm. 
 
This thickness was reduced to the minimum to ensure high performance and light 
weight. 
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The posterior chamber is 0,8mm thick to ensure a very high resistance especially for 
the outlet pipe. The latter is conical and increases performance especially at the top 
end. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
The pipe inlet size has been increased (as already done in the 2009 version of the 
RB EFRA 2604 pipe). This allows a perfect connection with the conical manifold. 
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The front holder is lateral for an easy disassembling. 
The exhaust gasket between the pipe and the manifold is a big diameter one 
providing a good sealing and the connection pipe/manifold is simplified to avoid dirt 
accumulation in the fins. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
The quality is really perfect and the material extremely smooth which keeps the pipe 
clean. (We recommend to use the “RB Exhaust Protect” #02009-003 for a perfect 
protection) 
 
The RB EFRA 2659 provides extreme performance with the short conical manifold 
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